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LUBEGARD® COMPLETE™ Synthetic Power Steering Fluid 
for Honda®/Acura® & HD was engineered specifically for 2007 
and newer Honda® & Acura® applications that call for a high-
viscosity, fully synthetic power steering fluid. It is also backwards 
compatible with older Honda® & Acura® vehicles.
LUBEGARD® is suitable for use in 2012 and newer Ford® 
heavy duty trucks that require Ford/Motorcraft: XL-22 High 
Temperature power steering fluid (WSS-M2C184-A1).
Our formulation was created to outperform competitive power 
steering fluids in these important ways:
››	Lubricates and reduces wear in the pump
››	Lubricates and fights wear on the gear faces of the 
	 turning mechanism (eg. Rack and pinion)
››	Prevents rust of the steel parts
››	Protects and cleans the seals and hoses
››	Flows properly in all foreseeable temperatures 
	 (Pour Point is an indicator of this capability).
››	Contains no seal swellers
››	Backwards compatible with Honda & Acura vehicles  
	 manufactured before 2007
This formula is engineered with a proprietary additive 
package developed by ILI that includes LXE® (Liquid Wax 
Ester Technology). LXE® has a molecular structure that allows 
unsurpassed heat transfer, making it the most heat stable power 
steering product sold. This formula prolongs the life of the 
power steering unit by protecting the seals and hoses, reducing 
the risk of leaks.

Synthetic 
Power Steering 
Fluid for Honda®/ 

Acura® & HD

AVAILABILITY
Stock No.	 Unit Size	 Case Qnty
24242 	 32 oz.	 6/c
24201	 1-gal. 	 4/c
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››	Effective in a wider range of temperatures 
	 providing excellent cold and high 
	 temperature performance (See figure 1)
››	Superior anti-wear formula significantly reduces friction, 
	 provides more potent rust and corrosion protection, 
	 and extends the life of the power steering unit 
	 (See figure 2 & 3)

››	Protects seals and hoses reducing the risk of power steering  
	 leaks and prolonging the life of the parts
››	Eliminates power steering noises and whines
››	Eliminates rack and pinion stiffness
››	Cleans and frees sticky turbines and pumps
››	Inhibits fluid foaming and oxidation

THIS FORMULA ALSO:
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POUR POINT TEST

Figure 1

PIN & V BLOCK WEAR TEST

Figure 2
ATSM 4172 FOUR BALL WEAR TEST (EP)

Figure 3

THE LOWER THE SCARRING THE BETTER
the Power Steering Fluid protects against

wear and damage from daily and extreme driving.

LOWER
IS BETTER!

HONDA®/ACURA®

08206-9002
08206-9002A

08285-P99-0CZA3
Honda® PSF II

Honda® Ultra PSF-II
Honda® PSF Type S
Honda® PSF Type V

FORD®/MOTORCRAFT
XL-22 High Temperature PSF

WSS-M2C184-A1

Ideal for all HONDA®/ACURA®  
and Ford® High Temperature PSF applications

SYNTHETIC
POWER STEERING FLUID

F O R M U L AT E D  E XC L US I V E LY  F O R  US E  I N

HONDA®/ACURA® & FORD® HD 
Eliminates steering noises & whines • Provides smoother operation 

Contains superior anti-wear protection


