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LUBEGARD® COMPLETE™ Synthetic Power Steering Fluid 
is engineered to outperform competitive power steering fluids 
in three important ways:
››	Superior anti-wear formula significantly reduces friction,  
	 provides more potent rust and corrosion protection,  
	 and extends the life of the power steering unit (See figure 1)
››	Effective in a wider range of temperatures providing excellent  
	 cold and high temperature performance
››	Protects seals and hoses reducing the risk of power steering 	
	 leaks and prolonging the life of the parts

APPLICATIONS:
››	For service use in power steering systems including electric  
	 hydraulic steerimg systems*
››	Suitable for use in modern automotive hydraulic systems such  
	 as shock absorbers, level control systems, traction control  
	 systems and electro-hydraulic convertible top  
	 mechanisms, requiring synthetic, low-viscosity  
	 hydraulic fluid such as Pentosin® CHF fluids and  
	 E-PSF. Scan the QR code for a complete list of  
	 compatible OEM fluids. 
*COMPLETE Synthetic Power Steering Fluid for Honda & Acura,  
P/N 24242, recommended for Honda and Acura vehicles.

Synthetic
Power Steering 

Fluid
THE SERVICE SOLUTION  

FOR ALL EUROPEAN, 
NORTH AMERICAN, 

AND ASIAN VEHICLES*

AVAILABILITY
Stock No.	 Unit Size	 Case Qnty
23232 	 32 oz.	 6/c
23205	 5 gal.	 n/a
23255 	 55 gal.	 n/a
23330	 330 gal.	 n/a

C O M P A T I B L E

ELECTRIC POWER STEERING FLUID

PSFE
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FALEX PIN AND VEE BLOCK WEAR TEST

Figure 1
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LUBEGARD COMPLETE
Synthetic Power

Steering Fluid

WEAR SCAR – IN MILLIMETERS

THIS FORMULA ALSO: 
››	Eliminates power steering noises and whines
››	Eliminates rack and pinion stiffness
››	Cleans and frees sticky turbines and pumps
››	Inhibits fluid foaming and oxidation 

TYPICAL TECHNICAL PROPERTIES:
Appearance Yellow  

transparent liquid 
Kinematic Viscosity  
@ 40oC, cSt 26 cSt

Pour Point, °C (°F) -51 (-60)

The lower the scarring 
the better the Power 
Steering Fluid pro-
tects against wear and 
damage from daily
and extreme driving

LUBEGARD COMPLETE SYNTHETIC POWER STEERING FLUID
IS SUITABLE FOR USE IN THE FOLLOWING APPLICATIONS:

ATF Type G 
ATF+4 
Audi/VW P/N G 002 000 
Audi/VW P/N G 002 012 
Audi/VW P/N G 004 012
Audi/VW P/N G 004 000 M2
Audi/VW P/N G 004 000 M7
Audi/VW P/N G 004 000 M8
Audi/VW P/N G 055 145 S2
Bentley RH 5000
BMW/MINI 54 34 0 392 235
BMW/MINI 54 34 0 394 395
BMW/MINI 54 34 7 117 733
BMW/MINI 82 11 0 148 132
BMW/MINI 82 11 1 468 041
BMW/MINI 83 29 0 429 576
Chrysler MS-11655
Chrysler MS-1872
Chrysler MS-5931,  
P/N 04883077
Chrysler MS-9602,  
ATF+4 & PSF+4 
Dexron II 
Dexron III 
Dexron VI 
Ford M2C195-A
Ford M2C204-A 

Ford Type F 
GM P/N 1050017
GM P/N 1052884, Spec 9985010
GM Cold Climate PSF,  
P/N 12345866/10-5043  
& 12345867/10-5044
GM P/N 19329448/10-5073
GM P/N 19329450/10-5074
GM Electro-Hydraulic PSF,  
P/N 88901975/10-5050
GM P/N 89020661
GM P/N 89021182
GM P/N 89021184
GM P/N 89021185
GM Spec 9985835
Hyundai P/N 00232-19017  
(Pentosin CHF 202) 
Hyundai PSF-3 
Hyundai PSF-4
Isuzu P/N 2-90531-814-0
JWS 3309 ATF
Kia PSF-III 
Kia PSF-IV 
Land Rover LR003401
Mazda ATF M-V 
MB Sheet 341
Mercedes Benz P/N 000 989 88 03 

Mercedes-Benz  
P/N A 000 989 10 04  
(MB Sheet 236.3)
Mercedes-Benz  
P/N A 001 989 20 03 12  
(MB sheet 344.0) 
Mercedes-Benz  
P/N A 001 989 24 03 10  
(MB sheet 345.0)
Mercedes-Benz P/N Q 1 32 0001
Mercon 
Mercon LV 
Mercon V 
Mitsubishi Diamond  
SP and SPIII
Mitsubishi PS Fluid 
Mobil ATF320 
Mopar Electric Steering  
Pump Fluid (MS-11655),  
PN 68088485AA, 68088485AB
Mopar Hydraulic Fluid 
Mopar Hydraulic System  
Power Steering Fluid  
P/N 05142893AA (MS-10838) 
Mopar P/N 4549617 
Mopar P/N 04883077 (MS-5931) 
Nissan E-PSF  
(P/N 999MP-EPSF00P)
Nissan Fluid A 
Nissan PSF (P/N 999MP-AG000P)

Nissan PSF II  
(P/N 999MP-AG200P)
Pentofluid EHF 
Pentosin CHF 11S
Pentosin CHF 202
Porsche P/N 000 043 203 33
Porsche P/N 000 043 206 56
Power Steering Fluid WSS 
M2C204-A2
Saab P/N (45) 30 09 800
Saab P/N 30 32 380 
Saab P/N 93 160 548
Saab P/N PS 4634
Saturn P/N 21007583
Subaru ATF P/N K0140Y0700 
Subaru P/N K0209A0080
Texaco Cold Climate  
PAS Fluid (14315/33270)
Texaco LT-1833
Toyota PS Fluid 08886-01206
Toyota PS Fluid Type EH  
PN 008886-01 
Volvo P/N 11 61 529
Volvo P/N 30741424
Volvo Gearbox Oil  
P/N 1161540-8
Volvo PSF, WSS M2C204-A2 
(Volvo P/N 30741 424)


